%Cre’rex

Specialty Products

MANHOLE MEASUREMENT WORKSHEET

Customer:
Contact Name: :apefed --rs._u'aight
Phone #: Fax #: rame rame
Contractor: P = in.
Project: th = in
Project City/State: , T C = n. [
P.O. #: —J_H = in ’—.—-‘
Signature: ik ' N
| CZ = in. ]
NOTE: Complete the manhole measurements portion of this form and submit it to your local Cretex
Representative/Distributor or fax directly to Cretex at 262-542-0301 for proper sizing.
Seal Selection Table
SEAL WIDTH TO SPAN CHIMNEY HEIGHTS OF:
LSS 0-6 0”upto 6”

LSS6-12 6" to 12"

LSS 12-18 12" to 187

LSS 18-24 18" to 24"

Note: For chimney heights greater than 24”, extensions may be added. Consult Cretex Specialty Products
or your local Representative for recommendations.
MANHOLE # OR “ryq” ey I e 1 G4 ‘9 SEAL SIZE, SEALTOP SEAL SEAL MIDDLE
LOCATION D1 c1 c2 H1 H2 TYPE AND WIDTH BAND SIZE BOTTOM BAND SIZE
BAND SIZE
REV. 01/06 page of



%Cre’rex

Specialty Products MANHOLE MEASUREMENT WORKSHEET

MANHOLE # OR € ” € ” € ” &« ” £ ” SEAL SIZE, SEALTOP SEAL SEAL MIDDLE
LOCATION D1 C1 Cc2 H1 H2 TYPE AND WIDTH BAND SIZE BOTTOM BAND SIZE
BAND SIZE

REV. 01/06 page__ of



%Cre’rex

Specialty Products MANHOLE MEASUREMENT WORKSHEET

MANHOLE # OR € ” & ” € ” & ” € ” SEAL SIZE, SEALTOP SEAL SEAL MIDDLE
LOCATION D1 C1 Cc2 H1 H2 TYPE AND WIDTH BAND SIZE BOTTOM BAND SIZE
BAND SIZE

REV. 01/06 page__ of



